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Appendix B

. These advertisements for cable descrambler equipment were
clipped from national magazines and leading newspapers and represent
only a very small sampling of the offerings available from

distributors.

The Wall Street Journal

January 6, 1993

i BUSINESS EQUIPMENT ~
/ GABLE TV EQUIPMENT

.Converters/Descramblers, no

monthly charges, great prices,

‘call for free catalog.

Yo ... 1-800- Bt
b e o

USA Today
November 22, 1991

Cablte TV Converters/MTS Stereo

Decoders/Jerrold-Zenith-0Oak

Scienufic Atlanta/All n one Remoles
Electrorics @ BOO

The Boston Globe
March 17, 1993

L E0808000000000000000 0

MISCELLANEOQUS

80000000004 0000000000

GABLE TV EQUIPMENT

Converters and accesso-
ries, great prices, no mnthly
charges. Il for free cata-

logue. 1-800-

Northwest Ajirlines Traveler
February, 1993

‘WHY
PAY A

HIGH
MONTHLY

All JERROLD, OAK, HAMLIN, ZENITH, SCIENTIFIC ATLANTA, PIONEER and all spe-
cialized cable equipment available for shipment within 24 hours. 30 Day Guarantee.
QUANTITY DISCOUNTS AVAILABLE. MC/VISA or C.0.D. telephone orders accepted.

Send self-addressed stamped envelope {(60¢ postage) for FREE CATALOG

! INFORMATION/ORDERS ;

1-800 )

eLeC 11kOr ucs INC. llinois 60110

Note: Decaders and Descramblers must not be used
without authorization by your local cable operator. NO ILLINOIS ORDERS ACCEPTED
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Appendix D

This information, from the owner’s manual for a recent model RCA
color TV with Picture in Picture, shows typical cable installations
which do not inhibit advanced features. The RCA TV uses a
sophisticated interface that assumes consumers will need a
descrambler/converter to receive scrambled programs. The owner'’s
manual also demonstrates the wide variety of hook-up possibilities
due to the many different cable channelization plans and differences
in consumer equipment capabilities.
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@ CABLE/ANTENNA Connectors—used when attaching a
home antenna and/or a cable-TV system to your TV.

O @

@ @ SELECT OUT Jacks-provide fixed-level audio and

video output from whatever is displayed on the TV

screen (except signal from S-VIDEO connector). Provide

audio and video signals suitable for recording.

Can be used for several applications such as:

« VCR editing with two or three VOR™S (page 330,

+ recording TV programs onto d cameorder (page 38).

« recording cable-TV progranms onto 4 VCR that is not
cable-ready (page 33).

+ recording audio onto an audio cassette tape recorder
{page 40

Notes

« Remember that the signal coming out of these jacks is
whatever vou see (and/or hear) on the TV screen. So.
whatever 3()u want to record must be displayed on the TV
screen during recording. Menus. status displays. and special
effects such as picture-in-picture and channel guide will not
appear in the recording.

* To record from an S-VHS component connected to the
S-VIDEO connector. you must also connect the video cable

to the VIDEOQ INPUT 1 juck and then select channel 91 on the
TV screen.

@ INPUT 2 Jacks—provide for direct connection ot video

. \ N
Connection details are on pages 29-31. @ B

(2) EXTERNAL SPEAKERS Terminals-permit direct
connection of auxiliary speakers. Connection details are
on pages 42-43.

@ SPEAKER Switch—-when you connect additional speakers
to the EXTERNAL SPEAKERS terminals on the TV. this
switch lets you optimize the sound for the speaker location
vou choose.

* If you place the speakers on each side of the TV, put
switch in £XT position. The internal audio from the TV's
speakers will be muted.

« If you place the speakers behind the viewer (at the back
of the room). put switch in INT/EXT SURR position,
This maintains normal volume of the TV's internal
speakers and a surround signal to rear speakers.

+ Detatls about connecting speakers to the TV are on

pages 42-43.

INMPORTANT: Always place switch in INTZEXT SURR
position if no external speakers are used (or if external

speakers are exer disconnected ).

S

devices (like VCR's) or compatible home computers and
TV games with audio/video outputs. To see the signals
from a device that is connected to the INPUT 2 jacks.
tune your TV to channel 92.

INPUT I Jacks—provide for direct connection of video
devices (like VCR’s) or compatible home computers and
TV games with video/audio outputs. To see the signals
trom a device that is connected to the INPUT ] jacks.
tune your TV to channel 91.

S-VIDEQ Connector—provides for direct S-VHS video
connection from S-VHS VCR or camcorder.

Remember to also connect the S-VHS VCR's or
camcorder’s audio jack(s) to the TV's INPUT I LEFT
and/or RZMONO audio jacks. This is necessary because
S-Video cables only carry the super video (picture). not
the audio signal. Connection details are on pages 35

and 38.

Signals from S-VHS devices connected to the TV's
S-VIDEO connector and INPUT 1 audio jack(s) can be
viewed by pressing the TV button followed by 9 then 0
on the remote control—(or by scanning to TV channel 90
if vou have added =907 to channel memory as described
on page 21).

Note: I vou want to use the SELECT OUT jacks. remember to
also connect the S-VHS component’s regular video cable ta the
VIDEO INPUT T jack. and then tune to channel 91,

HI FI OUT Jacks-teed volume-controlled stereo audio
out from whatever is displived on the TV screen. Allow
connection of audio amplitier and let vou adjust sound
level with TV'S remote. Connection details are on page H).



Cable-TV Operation

Your new TV is designed to receive up
o 181 channels in the U.S A including
125 non-scrambled cable channels (sce
chart below). To use this TV on a cable-
TV system. confirm that the cable-TV
system is properly connected to vour TV,
Since cable svstems vary, vou may wish
to consult your local cable-TV company
for additional information.

If your cable-TV company follows
EIA/NCTA channel-identitication
standards, most of the channels offered
by vour cable company will be identified
by channel numbers that are identical to
those on your TV. For example, if your
cable-TV system has programs on cable
channel 20. you can choose this channel
by selecting channel 20 on your TV.

If vour cable company ofters cable
channels 90. 91. or 92 vou can tune them

by selecting the TV channels shown
below.

If vour cable
company offers | Tune your TV
this cable to this channel:
channel:
90 126"
91 127
L 92 [128*

o tune cable channels 100 through
128, press and hold number button |
until 1-- appeuars on the sereen. Then
enter the other two numbers.

Some cuble-TV companies do not follow
the ETA/NCTA standards and instead
assign their own channel identification.
For example. some use the standard
broudcast channel numbers (2-13) for
channels 2-13, but identify their other
channels with letters. I vour cable
company does not toltow the EIA/NCTA
standards, ask them tor a cross reterence
that shows to which channels you should
tune your TV to receive their cable-TV
channels.

Not all cable-TV channels will be active
on vour particular cable-TV system.
Also some cable companies may require
the use ot a decoder with their cuble-TV
system. Consult vour cuble company or
local dealer for details.

Scrambled Cable-TV Channels

Some cable companies offer “premium-
pay” channels in which the signal is
scrambled. Descrambling these signals
for normal viewing requires the use of a
descrambler device (cable box) which is
generally provided by the cable
company.

How you connect the cable box to your
TV depends upon whether or not the
cable box can be controlled by remote
control. The TV's remote can also
control most brands of cable boxes, so if
your cable box is remote controllable,
you may want to connect it as shown in
Diagram B on page 30 or Diagram D on
page 31. Instructions for programming
the TV's remote to control the cable box
are on page 32,

If vour cable box cannot be controlled by
remote control. you will still be able to
remotely control “unscrambled”
channels with the connection shown in
Diagram C on page 30 or Diagram D on
page 31.

Since cable svstems vary, you may wish
to consult vour local cable company for
additional information.

The chart below lists the “total” channel and cable count.

Channels glf:: Cable

+ Low VHF A-8 (Channel 01) — I

* VHF (Channels 2-13) 127 12|
I« UHF (Channels 14-69) 56 j
|+ Low Midband A-5 thru A-1 (Channels 93-99) = —
¢+ e+ Midband (Channels 14-22 or A-1) L —
+ = Superband (Channels 23-36 or J-\W) —
 « Hyperband (Channels 3764 or Wl to W+28) | —

* Ultraband (Channels 65-94 and 100-125 or —

W+29 to W+84)
Total 68

=* VHE is only counted onee in total channel count because you can receive channels 2-13 on
both “off-air” and “cable™ channels. Therelore the total channel count for “off-air”™ and

“cable™ 15 181 channels (68+125-12=181).

##= Channels 95. 96, and 97 arc not applicable in Canada. Therefore the total number of

channels for Canada is 178 (68+122-12=173).



_ Programming Remote to Control Cable Box

If your cable box has its own remote Programming Remote To Control Cable Box

to change channels, you will —(with remote only)
probably be able to program the TV s 1. Refer to the chart below to find the 5. Point the remote at the cable box and
remote to control botli the TV and code number that COr]'ESpOHdS to the press the OFF/ON bution to test the
the cable box. brand name of vour cable box. Keep code number,
thts number in mind. If more than » If the right number was entered. the
The TV's remote is designed to one number is listed. you may need cable box should turn on, Pressing
control several brands of cable to try each one separately until you the CHANNEL buttons should then
hoxes. To program the remote. just find the one that works. also change channels on the
press CABLE. then ID. then the two- | cable box.
digit code number for your brand of * If the cable box does not react to
cable box. Refer to the chart below 2. Press CABLE bution on remote. the remote (or if the remote turns
to find the code number for vour on the cable box but does not
cable box. Press the OF F/ON button change channels). repeat steps 1
next to confirm operation. 3. Press [D button on remote. thru 5 with another code number.
You may need to try each of the code
numbers listed for vour brand until 4. Press two number buttons (first one, Operating Notes:
vou find the one Ih:dt works. then the other) to enter the code * After the remote is programmed. it will
i number for your brand of cable box. turn on the cable box whenever you press
. ) . . g CABLE and then OFF/ON.
After the TV's remote is Note: YOL.J must press the two numb;r + To turn off the cable box. press CABLE.
programmed. you'll be able to turn buttons within three seconds of pressing then OF F/ON.
on the cable box by pressing CABLE. the /D button. « To change channels on the cable box.
then OFF/ON. You can change press CABLE then CHANNEL up or down.
channels on the cable box by * You lna}"ha\'e to reprogram 1h§ remote
pressing the CHANNEL buttons control if vou change its bal_lcncs. T.ry
= .. . » not to press any buttons while changing
whenever the remote is in the “cable batieries.
mode. To put the remote in the
“cable” mode. press the CABLE
button. Press the TV button to put
the remote back into the TV mode so
the remote buttons will control the
TV again.
Brand of Brand of
Cable-TV Box Code Number(s) Cable-TV Box Code Number(s)
ANVISION 11ttt ettt et e 07.08 Philips. oo 07.08.19.26.28.29.32.33.40.41
Cablelar o s 07.08 PlOMEET oottt 18.20
Eagle e 08 RANAUCK ..ot 07.08
Eastern International ...t a2 RO A e e ettt 27
General Instrument...........ciian. 04.05,15.23.24.25.30.36 ReEZal i 12,13
Hamlin o 12.13.34 ROZENCY 1.t 02
Hitachi e 3T A3 SCIentifTIc AUANTIC ..o e 03.22
Jerrold 040515.23.24.25.30.36 SATVHRI L 11
MACOM Lt 3 143 TekmiRa 06
MagnavoX . 07.08.19.26.28.29.32.33.40.41 TEXSCUI ettt 10.11
N S e 09 TOUOMY e e e e 17.21
O 01.16.38 UMIRG e 3
OuR SIZNHN e S TV 16 NICWSUT e, ST PR 07.08,19.26.28 29,3233 40.41
P UNSONIC o2 1,39 ZeMIh 1442

Note: Refer to the information sheet packed with your remote control for the latest list of hrand names and code numbers. Because this list
is constantly growing. the information sheet packed with your remote control may be a later version of this list and contain additional
brands and/or code numbers.



Cable-TV Connections

Follow one of these steps to connect a cable-TV system to your TV instead of a home antenna.
Since cable-TV systems vary, you may wish to consult your local cable-TV company for additional information.

A Follow this diagram if your cuble company does not require a converter/decoder box (no scrambled channels):

CABLE/ANTENNA
ANT A
T BACK
—— 4NT B OF TV
Incoming )

You can connect the cable
w either ANT 4 or ANT B
as explained on page 18,

D

CONVERTER

B Follow this diagram if your cable company requires a converter/decoder box that can be controlled by remote control.
Most brands of remote-controtlable boxes can be controlled by the remote that came packed with your TV.
Derails for programming your TV's remote 1o also control the converter/decoder box are on page 32.
See diagram D if you want to connect a VCR.

D D

CONVERTER/DECODER BOX

CABLE/ANTENNA

ANT A

— (- ROV

You can connect the cuble
1o cither ANT A or ANT B
as explained on page 18,

BACK
OF TV

ANT B

Remember 10 wne your TV to the
output channel of the converter box

(usually 2.3, or 4) when selecting
channels via the converter box.

D

CONVERTER

C Follow this diagram if your cable company requires a converter/decoder box that cannot be controlled by remote control.

CABLE-TV BOX
(Converter/Decoder)

ouT N
o)) D
BACK ! !
OF TV ?

.

CABLE/ANTENNA

Scrambled Cable-TV Channels

Some cable-TV decoders require that you manually switch
from regular to scrambled channels on the decoder
whenever you wish to view the premium pay channels.

By connecting the decader to the ANT A input and
CONVERTER output on the TV as shown here, you can
switch between the scrambled and unscrambled channels
using the remote control.

Il

ANT A
. L . . _
To change the incoming signal from ANT A to ANT B, Incoming 2
simply press the ANT (Antenna) button on the remote, Each Cable
B 3 . ANT 8
time vou press the ANT button, the channel numbers will

_ i ___—————__:[:ﬂ:j 4 (j i)
change color on the screen to show which untenna signal
you are watching.
D=

CONVERTER

4\\ ]I

Coaxial Antenna Cables*

Nonscrambled cable channels will

come thru the ANT B input whenever the channel numbers are
vellow. The scrambled channel from the decoder box will
come thru the ANT A input whenever the channel numbers are

“ Optional accessories are available from most RCA dealers and
electranics supply stores.,

blue. Be sure to leave the decoder box set 1o the scrambled
channel. and remember o tune your TV to the output channel
of the converter box (usually 2. 3, or 4.



Cable-TV Connections (continued)

D Follow this diagram if your cable company requires a converter/decoder box for premium channels and you also want to

connect a VCR.

Incoming Coaxial Antenna Cables* CABLEJANTENNA
Cable {such as AH037 or AH065G) N A
— (3 —(}+-C)
V BACK
oy OF TV
2-way Signal Splitter* N - rzj[m___‘_ _@
(such as AH047) &= beiow
N v L R
D D ron (D O 6O D
ANT
z o CONVERTER

CONVERATER/DECODER BOX

Remember to tune the
VCR to the output channel
of the converter box
(usually 2, 3, or 4).

Most cable companies that require use of a converter/decoder box
only require the box for scrambled premium channels like HBO or
Showtime. All the other cable-TV channels can usuallv be viewed
without the converter box. Therefore, by using a signal splitter. you
can send the incoming cable-TV signals directly to the TV and also
thru the converter/decoder box and VCR as shown above.

You can easily switch between the signals coming into the ANT A
jack and the ANT B jack by pressing the ANT button on the remote
control. The channel numbers will change color to let you know
which antenna signal you are watching. When the nunmibers are
blue. you are seeing the ANT A signals. When the numbers are
yellow, you are seeing the ANT B signals.

The cable-TV channels that are not scrambled can then be seen
whenever the TV is receiving the ANT A signals. The cable-TV
channels that are scrambled can then be seen thru the converter box
and then thru the VCR whenever the TV is receiving the ANT B
signals. Most VCR's will teed the signal thru their antenna jacks
even when the VCR is turned oft. This allows vou to watch
scrambled channels from the converter box without having to turn
on the VCR.

This connection can be useful because it will fet vou record a
scrambled channel on the VCR at the same time you are watching a
non-scrambled channel thru the ANT A jack on the TV,

For picture-in-picture viewing. be sure to also connect the audio and
video cables from the VCR to the TV as shown on pages 34-33.
The VCR must be turned on and wned to the output channel of the
cable box (usually 2, 3, or 4) for picture-in-picture viewing.

* Optional accessories are available from most RCA dealers and
electronics supply stores.

DD
w & Remember to tune the TV to

the output channel of the VCR
BACK OF VCR (usually 3 or 4)—the same
channel as the position of the
VCR's CH3/CH4 switch.

Note: If you have a stereo VCR. be sure to also connect the
AUDIO and VIDEO QUT jacks on the VCR to the AUDIO and
VIDEQ IN jacks on the TV as shown on page 34. The additional
audio/video connections are required for picture-in-picture
operation and for stereo playback from the VCR. To see the
signals from the VCR that are going into the INPUT jacks, select
TV channel 91 if you connected the VCR to the INPUT ] jacks or
select channel 92 if you connected the VCR to the INPUT 2 jacks.
Select TV channel 90 if you have an S-VHS VCR connected to the
TV's §-VIDEO connector.



VCR Connections (continued)

Special Recording onto VCR

(This connection only allows you to record on the VCR w
on the TV screen.)

This is not a common application for recording

hatever is currently being displayed

AUDIO

Back of VCR i

with your VCR. but you may find it useful in
certain situations. This connection will let you
record onto the VCR whatever is being displayed
on the TV screen such as a TV program. You'll
also be able to record signals from another VCR
{or similar device) that is connected to the TV's
INPUT 1 or 2 jacks.

The TV must remain wrned on during recording.
It you change channels on the TV, the channel
change will be recorded on the VCR tape unless
you pause the VCR during recording.

Because yvour TV is cable-compatible. this
application may be used to record cable-TV
programs from the TV onto a VCR that is not cable-
compatible.

You may also want to use this connection to dub or edit VCR
tapes with two or three VCR's. By connecting ane VCR (or
camcorder) to the INPUT 1 jacks and another VCR (or
camcorder) 1o the JNPUT 2 jacks, you'll be able to selectively
edit and record whatever is playing on the TV screenon to a
third VCR (or camcorder) connected as shown here to the
SELECT OUT jacks.

If you connect a surveillance system to your mounitor, you'll be
able to record what the camera is displaying on the TV screen
by connecting a VCR (or camcorder) to the SELECT OUT jacks
as shown here.

S-VHS (Super VHS) VCR

(This connection allows you to record
TV programs and play back tapes.)
Audio/Video Cables*
(such as RCA
#AHOB9G) Tl
Incoming )
Cable %

Moro Back of TV

FI OUT SELECT ouT

ot
OF"
Audio INPUT 1~

. L CABLE ANTENNA

0
_|

Audio/Video Cables* .

(such as RCA #AH089G)
viDEo

Just remember that you'll be able to record whatever is being
displayed on the TV screen. To see the signal from a device
connected to the INPUT [ jacks, select channel 91. Select
channel 92 to see the signal from a device connected to the
INPUT 2 jacks.

Notes: Signals from the S-VIDEO connector do not come thru the
SELECT OUT jacks. To record from an S-VHS component. remember
to also connect the regular video cable to the VIDEO INPUT 1 jack
and then tune to channel 91,

CONVERTER

Most menus and status displays and special effects like picture-in-
picture and channel cuide will not appear in the recording.

S-VHS Cable (such as RCA #186008)*
e

Coaxial Antenna Cable*
(such as RCA #AHQ37)

IN FROM ANT
. VICEQ  —— AUDD
our our

Back of VCR

Shown here is the preferred method of connecting your S-VHS
VCR to your TV. If your cable company requires a decoder
box for premium channels, refer to page 31.

Connect the S-VIDEO OUT connector on the back of the VCR
10 the S-VIDEO connector on the back of your TV using an
S-VHS cable. Remember to connect the audio cables from the
VCR to the INPUT I LEFT and R/MONQ jacks on the buck of
the TV. The S-VHS cable carries only video.

* Optional accessories are available from most RCA dealers and
electronics supply stores.

See Note Below

Note: Remember to also connect the video cable it you plan to use
the SELECT QUT jacks for recording. When recording from
SELECT OUT jacks. tune the TV to channel 91 to see the signal from
the S-VHS VCR.

Operation:

* If the S-VHS VCR is connected as shown above. tune the TV
to channel 90 to view whatever the VCR is playing. The word
S-VIDEQ will uppear on the TV when you select Channel 90.

* You can program your TV to automatically select channel 90
when you press the VCR! or VCR2 button.

Detuils are on page 22.



